### ADA Compliant Sign Installation Guidelines

**Note:** New regulations shown here effective March 15, 2012.

- **Proofs are required prior to ordering.**
- **Font:** Kievit Pro Medium (heights of numbers and uppercase letters should not extend below the baseline or above the cap-height). **Color:** Black background with white letters. Provide black vinyl backer for signage installed on glass.
- **All pictograms shall have a field height of 6” min. Characters and Braille shall not be located in the pictogram field.**
- **Character height of all text must be 5/8” minimum and 2” maximum based on the height of the uppercase letter “I.” Braille shall be Grade 2.**
- **Provide “stand off” mount at all signage containing a thumb slider when recessed between adjacent surfaces. Modify depth of stand off to allow for sign face to be flush with adjacent surfaces.**
- **Braille shall be contracted (Grade 2) and shall comply with sections 703.3 and 703.4 of 2010 ADA standards for accessible design.**
- **Type C signs should only be used for rooms where the function is unlikely to change. For example: mechanical, network, custodial, etc. Font size no less than 5/8”, increase size of sign overall if needed or re-evaluate wording to fit.**
- **3 or more lines of text plus Braille, adjust sign height to maintain minimum dimensions in compliance with Chapter 7 2010 ADA standards.**

### General Notes

- Locate sign on latch side of door.
- Shaded area indicates ADA compliant install zone.
- Tactile message and Braille must fall within the compliant install zone, as shown.
- For multiple sign types used in corridors at different doors, align signs at bottom.

### Signage Details

- **Type A:** 8” W x 2” H
- **Type B:** 4” W x 8” H
- **Type C:** 8-1/2” W x 13-3/4” H
- **Type D:** 8-1/2” W x 13-3/4” H
- **Type E:** 8-1/2” W x 13-3/4” H
- **Type F (men or women):** 8” W x 9” H
- **Type G (men or women):** 8” W x 9” H
- **Type H:** 8” W x 9” H
- **Type J:** 8” W x 9” H

### Signage Key

- **Location:** New regulations shown here effective March 15, 2012.

### Revisions

- **Revision:** 12/1/2023 2:00:33 PM
- **Issue Date:** xx/xx/2022
- **Revision Number:** Revision Description

---

**University of Oregon**

**Design & Construction**

**1295 Franklin Blvd.**

**Eugene, OR 97403**

**(541) 346-8292**

---

**Proofs are required prior to ordering.**

**Font:** Kievit Pro Medium (heights of numbers and uppercase letters should not extend below the baseline or above the cap-height). **Color:** Black background with white letters. Provide black vinyl backer for signage installed on glass.

**All pictograms shall have a field height of 6” min. Characters and Braille shall not be located in the pictogram field.**

**Character height of all text must be 5/8” minimum and 2” maximum based on the height of the uppercase letter “I.” Braille shall be Grade 2.**

**Provide “stand off” mount at all signage containing a thumb slider when recessed between adjacent surfaces. Modify depth of stand off to allow for sign face to be flush with adjacent surfaces.**

**Braille shall be contracted (Grade 2) and shall comply with sections 703.3 and 703.4 of 2010 ADA standards for accessible design.**

**Type C signs should only be used for rooms where the function is unlikely to change. For example: mechanical, network, custodial, etc. Font size no less than 5/8”, increase size of sign overall if needed or re-evaluate wording to fit.**

**3 or more lines of text plus Braille, adjust sign height to maintain minimum dimensions in compliance with Chapter 7 2010 ADA standards.**

---

**Location:** New regulations shown here effective March 15, 2012.
SIGNAGE KEY

TYPE N
8" W x 3.25" H

TYPE P
8" W x 3.25" H

TYPE R
8" W x 4" H

TYPE S
8" W x 4" H

1/16" Master Braille plaque
White raised copy and Braille
Black color (Typical)

EMERGENCY CALL STATION

TYPE Q - OPTION 1
17" W x 19" H

TYPE Q - OPTION 2
22.34" W x 16" H

12/1/2023 2:00:33 PM
ISSUE DATE: xx/xx/2022
Revision Number
Revision Description
Revision Date

GENERAL NOTES

- PROOFS ARE REQUIRED PRIOR TO ORDERING.
- COLOR: BLACK BACKGROUND WITH WHITE LETTERS.
- PROVIDE BLACK VINYL BACKER FOR SIGNAGE INSTALLED ON GLASS.
- ALL PICTOGRAMS SHALL HAVE A FIELD HEIGHT OF 6" MIN. CHARACTERs AND BRaille SHALL NOT BE LOCATED IN THE PICTOGRAM FIELD.
- Character height of all text must be 5/8" minimum and 2" maximum based on the height of the uppercase letter "I". Braille shall be grade 2.
- PROVIDE "STAND OFF" MOUNT AT ALL SIGNAGE CONTAINING A THUMB SLIDER WHEN RECESSED BETWEEN ADJACENT SURFACES. MODIFY DEPTH OF STAND OFF TO ALLOW FOR SIGN FACE TO BE FLUSH WITH ADJACENT SURFACES.
- Braille shall be contracted (Grade 2) and shall comply with Sections 703.3 and 703.4 of 2010 ADA Standards for Accessible Design.
- Type C signs should only be used for rooms where the function is unlikely to change. For example: mechanical, network, custodial, etc.
- Provide "stand off" mount at all signage containing a thumb slider when recessed between adjacent surfaces. Modify depth of stand off to allow for sign face to be flush with adjacent surfaces.
- Type C signs should only be used for rooms where the function is unlikely to change. For example: mechanical, network, custodial, etc.
- Font size no less than 5/8", increase size of sign overall if needed or re-evaluate wording to fit.
- 3 or more lines of text plus Braille, adjust sign height to maintain minimum dimensions in compliance with Chapter 7 2010 ADA Standards.

CAMPUS INTERIOR SIGNAGE STANDARDS

SIGNAGE DETAILS

UNIVERSITY OF OREGON
DESIGN & CONSTRUCTION
1295 FRANKLIN BLVD.
EUGENE, OR 97403
(541) 346-8292

NOT TO SCALE